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STREAMLIGHT 4AA/4AA LED PROPOLYMER®   
ALKALINE BATTERY-POWERED FLASHLIGHT 

 
MARKET     Industrial, Occupational Safety, Fire & Rescue, Sporting Goods, Law Enforcement, 
APPLICATIONS:   Security, Hardware/Tool, Consumer 
        
DESCRIPTION:   The 4AA ProPolymer alkaline battery-powered flashlight is waterproof and features 
      (1) one Xenon module or (7) seven ultra bright white LEDs. 
 
CASE MATERIAL: Impact resistant polymer.  Features a rubber face cap for impact and shock 

resistance.  Available in yellow and black ,in LED version, yellow only – xenon model 
 
DIMENSIONS:  Length: 6.5 in.  (16.51 cm)   Diameter: 1.63 in.  (4.14 cm)    Width: 1.34 in.  (3.40 cm) 
 
WEIGHT:  6.3 ounces* 
 
LENS:   Unbreakable polycarbonate lens with scratch resistant coating. 
 
LIGHT SOURCE:  4.8 volt Xenon gas-filled module or 100,000 hour life LEDs 
 
LIGHT OUTPUT: Xenon Module - Up to 11,000 Peak beam candlepower.  Bulb Rating: 34 Lumens typical 
   LED Rating: 67 Lumens typical (7 white LEDs) 
 
ON/OFF:  Light features momentary blink or constant “on” tail switch. 
 
RUN TIME:  Up to 4 hours continuous run time with Xenon module. 
   Up to 155 hours with LEDs. 
 
BATTERY:  Four (4) “AA” size alkaline batteries. 
 
FEATURES:    Waterproof 
      Features a wrist lanyard connection. 

APPROVALS**:   UL Listed for Class I, Division 1; Class I, II, Division 2; Class III.        

       UL Listed to Canadian safety standards for Class I, II, Division 2; Class III.   
              
   Most models meet applicable European Community Directives.          Including ATEX  

Zone 1 
 
WARRANTY:   Limited lifetime warranty. 
 
OPTIONAL 
ACCESSORIES:   Helmet clamps, Traffic Wand, Holster 
 
 
*With batteries         
** See product for specific ratings. 

Assembled In The USA. 
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