
B-SIZE (9/16"-18 THREAD)
* C-SIZE (7/8"-14 THREAD) * D-SIZE (1 1/4"-12 THREAD)

927 2-Piece Assembly, Gas Tight Seal, B-Size
Female Oxygen RH Nut & Plug CGA-022

928 2-Piece Assembly, Gas Tight Seal, B-Size
Female Acetylene LH Nut & Plug CGA-023

DC-B7 1-Piece Dust Cap, Not Gas Tight, B-Size
Female Oxygen RH CGA-022

DC-B8 1-Piece Dust Cap, Not Gas Tight, B-Size
Female Acetylene LH CGA-023

C-907 2-Piece Assembly, Gas Tight Seal, C-Size
Female Oxygen, RH Nut & Plug CGA-024

C-908 2-Piece Assembly, Gas Tight Seal, C-Size
Female Acetylene LH Nut & Plug CGA-025

DC-C7 1-Piece Dust Cap, Not Gas Tight, C-Size
Female Oxygen RH CGA-024

DC-C8 1-Piece Dust Cap, Not Gas Tight, C-Size
Female Acetylene LH CGA-025

D-907 2-Piece Assembly, Gas Tight Seal, D-Size
Female Oxygen RH, Nut & Plug CGA-026

D-908 2-Piece Assembly, Gas Tight Seal, D-Size
Female Acetylene, LH, Nut & Plug CGA-027

PART NO. DESCRIPTION SIZE SERVICE

CHAIN & PLUG ASSEMBLIES, BRASS
Pressures to 200 PSIG (1400 kPa)

927

DC-B7 RH Female B-Size Oxygen CGA-022
DC-B8 LH Female B-Size Acetylene CGA-023
DC-C7 RH Female C-Size Oxygen CGA-024
DC-C8 LH Female C-Size Acetylene CGA-025
DC-200 "MC" Tank, RH Female Acetylene CGA-200
DC-300 RH Female Coml. Acetylene CGA-300
DC-320 RH Female Carbon Dioxide CGA-320
DC-346 RH Female Air CGA-346
DC-350 LH Female Hydrogen CGA-350
DC-510 LH Male POL Acetylene CGA-510
DC-540 RH Female Oxygen CGA-540
DC-580 RH Male Nitrogen, Argon, Helium CGA-580
DC-660 RH Female Mixtures CGA-660

MANIFOLD ONE-PIECE
DUST CAP ASSEMBLIES

NOT GAS-TIGHT

PART NO. DESCRIPTION GAS SERVICE

DC-540

CHAIN & PLUG
ASSEMBLIES & DUST CAPS

For more information, call Western Customer Service at 1- 800 - 783 - 789012



CHAIN & PLUG
ASSEMBLIES,

BRASS &
STAINLESS STEEL

• One and two-piece
assemblies provide
gas-tight sealing

• Meet all CGA
specifications
for sealing manifolds
and cylinders

• CGA nut and blind nipple
(plug) combination

TWO-PIECE ASSEMBLIES
927 9/16"-18 RH Female Nut & Plug Brass 0-200 Oxygen CGA-022
928 9/16"-18 LH Female Nut & Plug Brass 0-200 Acetylene CGA-023
C-907 7/8"-14 RH Female Nut & Plug Brass 0-200 Oxygen CGA-024
C-908 7/8"-14 LH Female Nut & Plug Brass 0-200 Acetylene CGA-025
922 5/8"-18 RH Male Nut (AW-14A) & Plug Brass 0-200 Inert Arc –
9326 RH Female Nut & Plug Brass 0-3000 Nitrous Oxide CGA-326
9346 RH Female Nut & Plug Brass 0-3000 Air CGA-346
9347 RH Female Nut & Plug Stainless 0-5500 Air CGA-347

Steel
982 LH Female Nut & Plug Brass 0-3000 Hydrogen, CGA-350

Nat. Gas
915 LH Male Nut & Plug Brass 0-500 POL Acetylene CGA-510
962 RH Female Nut & Plug Brass 0-3000 Oxygen CGA-540
992 RH Male Nut & Plug Brass 0-3000 Nitrogen, CGA-580

Argon, Helium

ONE-PIECE ASSEMBLIES

CP-320 RH Female Nut & Plug Brass 3000 Carbon Dioxide CGA-320
CP-326 RH Female Nut & Plug Brass 3000 Nitrous Oxide CGA-326
CP-346 RH Female Nut & Plug Brass 3000 Air CGA-346
CP-350 LH Female Nut & Plug Brass 3000 Hydrogen, CGA-350

Nat. Gas
CP-510 LH Male Nut & Plug Brass 500 POL Acetylene CGA-510
CP-520 "B" Tank RH Female Nut & Plug Brass 500 Acetylene CGA-520
CP-540 RH Female Nut & Plug Brass 3000 Oxygen CGA-540
CP-580 RH Male Nut & Plug Brass 3000 Nitrogen, CGA-580

Argon, Helium
CP-590 LH Male Nut & Plug Brass 3000 Industrial Air CGA-590

CP-580

992

PART DESCRIPTION MATERIAL WORKING GAS SERVICE
PRESSURE

CHAIN & PLUG
ASSEMBLIES
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