
CORCOR

†       WARNING: Cancer -
www.P65Warnings.ca.gov.

CORCOR

Case Quantity 12
Part No. °F °C
86400 100 38
86436†  125 52
86463 150 66
86481 175 79
86517 200 93
86526 213 101
86544 225 107
86562 250 121
86589 275 135
86625†  300 149
86661 325 163 
86697†  350 177
86715 375 191
86733† 400 204
86751 425 218
86769† 450 232
86787 475 246
86805 500 260
86823 550 288
86841†  600 316
86859 650 343
86868†  700 371

Case Quantity 12
Celcius
86402†   50
86401  100
84664†   150
86516  200
86563  250
86734†  400

†       WARNING: Cancer -
www.P65Warnings.ca.gov.
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Case Quantity 12
Part No. °F °C
89100 100 38
89125† 125 52
89150 150 66
89175 175 79
89200 200 93
89225 225 107
89250 250 121
89275 275 135
89300† 300 148
89325 325 163
89350† 350 177
89375 375 191
89400† 400 204
89425 425 218
89450† 450 232
89475 475 246
89500 500 260
89525 525 274
89550 550 288
89650 650 343

Certi�ed Thermomelt®  
Nuclear pre-certi�ed

• Certi�ed to meet the following U.S.A. 
and international speci�cations:

  < EDF PMUC
  < MIL - STD-2041D
  < U.S. DOE RDT F-7-3T (expired)
  < U.S. Navy C3070
• Engineered to meet:
  < 200 ppm total halogens
  < 250 ppm each low melting point metals
  < 300 ppm total low melting point metals 

 <200 ppm sulfur
• Individual lot analysis and certi�cation 

available at www.markal.com/certi�ed 
for quick, accurate reference

• Protective holder, shirt-clip and 
adjustment ring prevents breakage 
and improves handling

Case Quantity 20
Part No. Description
28600†  Test Kit/20 Sticks

Tempstik® Test Kit  
Temperature indicator 
and reference kit

• 20 Tempilstik indicators systematically 
spaced between 125°F(52°C)  
-800°F(427°C)

• Stick melts at designated temperature 
for easy and immediate visual  
inspection with +/-1% accuracy

• Includes Preheating and Basic Guide 
to Ferrous Metallurgy charts for quick 
reference of critical temperatures

• Calibration free with 100% reliability

Thermomelt®  
Accurate surface  
temperature indicating 
stick

• When the stick melts, the precise  
temperature is reached

• Long-lasting stick is 33% bigger  
than competition

• Accurate to within +/- 1% of Fahrenheit 
and +/- 3% Celsius rated temperatures; 
no need for sensor calibration

• Ideal for: pre-heating, post-weld 
heat treating, interpass temperature 
monitoring, stress-relieving and 
annealing

• Protective holder, shirt-clip and 
adjustment ring prevents breakage 
and improves handling

• Meets welding codes: AWS D1.1, ANSI/
ASME Code B32.1 & B31.3, ASME Code 
Sec. I, III, and VII, NIST Traceable




