
2120

 Model   Used with LENCO Connector Stud ThreadBlack Red

 LSC-10 08050 08051 LC-10 Male 1/2 - 13

 Item Code No.

 LSC-40 08060 08061 LC-40 or LC-40HD Male 1/2 - 13

 LDSC-50 08150 08151 LDC-50/70/95 Male 1/2 - 13

 H 05263 05264 Insulator Cup 

 Item Code No.

 Model   Used with LENCO Connector Stud ThreadBlack Red

 LSC-40-H 08070 08071 LC-40 or LC-40HD Male 1/2 - 13

 LDSC-50-H 08155 08156 LDC-50/70/95 Male 1/2 - 13

Insulated Stud Connectors
Designed for power sources having stud 

type terminals.  This model offers insulation for 
those having this type terminal.

• Completely insulated

MODELS LSC-10, LSC-40, and LDSC-50

• Use with male LENCO cable connector LC-10, 
LC-40, and LDP-50/70/95

• A threaded, face-to-face contact with the 
power source terminal

• A better connection

• Use the LDSC-50-H with the

• Face of brass recessed minimal chance of 
shorting out

MODELS LSC-40-H and LDSC-50-H

    LDC-50/70/95 male

• Use with LC-40 or LC-40HD male connector
• Use the LC-1040 for small cable

Designed for power sources having a solid 
bus bar.  Place cup-type insulation over the 
stud terminal and secure connector tightly in 
place.

Adapters, Receptacles, Connectors
& Output Terminals

Mirror for
back view

LDA

LDPM-50

LDA-513

LDPM-50-MLDPM-25

LDA-2510

TPO

Power Output Terminals
® ®Power output terminals suitable for replacement on Miller  and Lincoln  power sources.

TPO LSA-1LSA

LH-1
LH-2

LHW-1

LG-1
LG-2

LGW-1

LHC-1
LHC-2

LHCW-1

A Complete Line of Weld Cleaning Tools for Fast, Clean, Easy Slag Removal

• Wire Spring Handle
• Drop Forged, Heat-Treated Heads
• Welded-on Heads Can't Come Loose

Wood Handle - Steel Shaft

• Wood Handle Preferred by Many Welders
• Drop Forged, Heat-Treated Heads
• Heads Welded to Steel Shafts
• Individually Boxed

Spring Handle - Steel Shaft

CHIPPING HAMMERS

 LDA-4050 - 05470 05471 LC-40 Male Adapter (LC-40 Male/Dinse LDC-50-95 Female) 195116

 LDA-2510 05339 05336 05337 .355 (9.0mm) Adapter (Dinse LDP-25 Male/LENCO LC-10 Female) 

® Model Set   Diameter Adapter Configuration with MillerBlack Red
 Item Code No. Male End Interchangeable

 LDA 05335 05330 05331 .508 (12.9mm) Adapter (Dinse LDP-50-95 Male/LENCO LC-40/LC-40HD Female) 042465

 LDA-CAM - 053304 053314 .508 (12.9mm) Adapter (Dinse LDP-50-95 Male/CAM-LOCK Female) 042466

 LDA-2540 - 053364 053374 .355 (9.0mm) Adapter (Dinse LDP-25 Male/LENCO LC-40 Female) 

 LDA-25CAM - 053305 053315 .355 (9.0mm) Adapter (Dinse LDP-25 Male/CAM-LOCK Female)(for CAM-LOCK E1012 series only) 

 LDA-10 05334 05332 05333 .508 (12.9mm) Adapter (Dinse LDP-50-95 Male/LENCO LC-10 Female) 

 LDA-2550 - 05472 - .355 (9.0mm) Adapter (Dinse LDP-25 Male/Dinse LDC-50/70/95 Female)

 LA-1040 - 05075 05076 LC-10 Male Adapter (LC-10 Male/LC-40 Female) 

 LDA-513 - 05475 - .508 (12.9mm) Brass Adapter (Dinse LDP-50-95 Male/½-13 Male Thread) 
 LDA-5025 - 05473 - .508 (12.9mm) Adapter (Dinse LDP-50/70/95 Male/Dinse LDC-25 Female)

 LA-40CAM - 05480 - LC-40 Male Adapter (LC-40 Male/CAM-LOCK Female) 
 LA-CAM40 - 05485 - CAM-LOCK Male Adapter (CAM-LOCK Male/LC-40 Female)(for CAM-LOCK E1012 series only)

  Item
 Model Code No. Description Stud Thread

   (T14166-9 [M13900])
 LSA 08210 Lincoln Stud Assembly w/Hardware 1/2 - 13

 LSA-1 08211 Stud Assembly Complete (S11125-1) 1/2 - 13

 Model   Description Stud ThreadBlack Red

  (039046) (039047)
 TPO 08100 08101 Terminal, Power Output 1/2 - 13

 Item Code No.

 LH-1 09010 Individually Boxed Chisel and Pick 10” (254mm) 16 oz. (450g)

 LHC-1 09030 Individually Boxed Cross Chisel and Pick 10” (254mm) 16 oz. (450g)

 LHC-2 09150 Bulk Packed 12 Pieces Cross Chisel and Pick 10” (254mm) 16 oz. (450g)

 LG-1 09020 Individually Boxed Chisel and Cross Chisel 10” (254mm) 17 oz. (480g)

 LH-2 09140 Bulk Packed 12 Pieces Chisel and Pick 10” (254mm) 16 oz. (450g)

 LG-2 09130 Bulk Packed 12 Pieces Chisel and Cross Chisel 10” (254mm) 17 oz. (480g)

 Model Code No. Packaging Description Length Weight
  Item   

 Model Code No. Description Length Weight
  Item   

 LHCW-1 09050 Cross Chisel and Pick 10.5” (254mm) 14 oz. (393g)

 LGW-1 09060 Chisel and Cross Chisel 10.5” (254mm) 15 oz. (423g)

 LHW-1 09040 Chisel and Pick 10.5” (254mm) 14 oz. (393g)

 LDPM-25 08105 081051 Panel Receptacle (Female) .355 (9.0mm) LDP-25M N/A

  Item Code No.  Male End Interchangable with
® Model   Description Diameter Fits Cable Connector MillerBlack Red

 LDPM-50 08106 081061 Panel Receptacle (Female) .508 (12.9mm) LDP-50/70/95M 129525 (Black)
 LDPM-50-M 08108 N/A Panel Receptacle (Male) .508 (12.9mm) LDC-50/70/95 Female 143419 (Black)
 LCPM-40 08104 N/A Panel Receptacle (Female) N/A LC-40/LC-40HD Male N/A




