Lincoln Electric 4C° Lens Technology lets you see the puddle like never before.

The proprietary liquid crystal display (LCD) has a perfect optical rating and alters the visible color spectrum of the lens.
This provides the user an unparalleled view of the arc, puddle and base material while reducing eye strain.
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With more than 25 different helmet designs to choose from.

For more information on 4C Lens Technology visit: offers.lincolnelectric.com/4C
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WELDING GEAR » VIKING® HELMET LENSES

Order Number

- KP3775-1 Variable Shade 8-13
- KP3777-1Fixed Shade 9

- KP3778-1 Fixed Shade 10

- KP3779-1Fixed Shade 11

2x4C Series Lenses
For Pipeline and Pancake Helmets
- 4C" Lens Technology eliminates

imperfections and color saturation
to create a clear view of the base

; ; Literature
matef|a|, arc & pu.ddle while Variable Shade 8-13 Fixed Shade 9 E14.510
reducing eye strain

- Variable shade 8-13 & fixed shade

9,10 & 11 models
- Hassle free 2 year warranty
Fixed Shade 10 Fixed Shade 11
Light Lens TiG Cartridge/ Temp.

Product | Lens Optical | Inactive | Active Sensitivity | Switching | Arc Amp View Size Range Warranty
Name Technology | Clarity |Shade | Shade Power Supply | Control Speed: sec. |Sensors |Rating in (mm) °C [°F)
2x4C Series Lenses

Variable |4C° Lens nnr 3.5 Variable | Solar Cell Adjustable {110,000 2 >5amp | Cartridge US: Operating: |2 Years
Shade Technology 8-13 w/2 CR1025 4.25x2.0x0.32 |-10 to +55

Replaceable 108 x501x8) |{14to131)
Batteries View: Storage:
3.63x1.38 -20 to +70
(92 x 35) (-4 to +158)

Fixed Fixed 9 Solar Cell Fixed Cartridge US:

Shade 9 425x2.0x0.20

Fixed Fixed 10 (108 x 501 x 5)

Shade 10 View:
] ) 3.63x138

Fixed Fixed 1 (92 x 35)

Shade 1
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