
MIG: WIRE FEEDER/WELDERS  

POWER MIG® 140 MP® 
MIG Welding Made Simple 

• Multi-process unit capable of MIG, DC TIG, and 
Stick welding

• Conveniently plugs into household 120V power

• Lightweight and portable at just 34.5 lbs

POWER MIG® 180C
The Professional’s Choice .SM

• 230-volt input power to tackle jobs  
big and small 

• Consistent wire feeding through dual  
gear-driven drive rolls

• Encapsulated PC boards for optimal  
circuit protection

Processes
• MIG
• Stick
• DC TIG
• Flux-Cored

Output  
                

Input

Literature
E7.30  

Processes
• MIG
• Flux-Cored

Output  
                

Input

Literature
E7.24  

Product Name
Product
Number

Input Power
Voltage/Phase/Hertz

Rated Output:  Current/
Voltage/Duty Cycle

Input Current @
Rated Output Output Range

Wire Feed Speed
ipm (m/min)

H x W x D
in (mm)

Net Wt.
lb (kg)

POWER MIG®

140 MP® 
K4498-1 120/1/60 95A/18.75V/60% MIG 

115A/14.6V/60% TIG
80A/23.2V/60% Stick

20A 30-140A MIG
10-120A DC TIG
25-90A Stick

40-500
(1.3-17.7)

13.6 x 8.9 x 18.1
(345 x 224 x 460)

34.5
(15.6)

TIG One-Pak® K4499-1

Product Name
Product
Number

Input Power
Voltage/Phase/Hertz

Rated Output:  Current/
Voltage/Duty Cycle

Input Current @
Rated Output Output Range

Wire Feed Speed
ipm (m/min)

H x W x D
in (mm)

Net Wt.
lb (kg)

POWER MIG® 
180C

K2473-2 208/230/1/60 130A/17V/30%
130A/20V/30%

20A 30-180A 50-500
(1.3-12.7)
Max. OCV: 34

14 x 10.15 x 18.6
(357 x 258 x 472)

66
(30)
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MIG: WIRE FEEDER/WELDERS 

POWER MIG® 140 MP® 
Base Model (K4498-1)
• Magnum® PRO 100L gun and 10 ft. (3.0 m) cable 

assembly with brass connection and 8-pin trigger 
connector

• .025 in. (0.6 mm) tapered contact tips (Qty 3)
• .035 in. (0.9 mm) tapered contact tips (Qty. 3)
• Gasless nozzle for Innershield® welding
• Gas nozzle for MIG welding
• Spindle adapter for 8 in. (203 mm) diameter spools
• 0.025-0.035 in. (0.6-0.9 mm) wire diameter dual 

track drive roll for MIG and flux-cored welding 
• Harris® Gas Regulator and 52 in. (1.3 m) hose for use 

with Ar/CO2 blend gases. For use with CO2 shielding 
gas, order a Lincoln Electric CO2 shielding gas 
bottle adapter.

• Sample spool of 0.025 in. (0.6 mm) diameter 
SuperArc® L-56® premium MIG wire

• Sample) spool of 0.035 in. (0.9 mm) diameter 
Innershield® NR®-211-MP flux-cored wire 

• Work clamp and 10 ft. (3.0 m) cable
• Instruction manual
• Quick Start guide
• Electrode holder with 10 ft. (3.0 m) cable  

for stick welding
 
TIG One-Pak® (K4499-1)
• Everything listed above for base model
• PTA-9 TIG Torch, 12.5 ft. (3.8 m), 1 pc 
• Foot Pedal 

POWER MIG® 180C
Base Model (K2473-2)
• Magnum® PRO 100L Gun, 10 ft. (3.0m)
• Gun Cable Liner (pre-installed in gun)
• Gas and Gasless Nozzles
• 0.025 in. (0.6mm) Contact Tips (Qty. 3)
• 0.035 in. (0.9mm) Contact Tips (Qty. 3)
• 0.025-0.030 in. (0.6-0.8 mm) MIG Drive roll
• 0.035 in. (0.9mm) MIG Drive Roll
• 0.030-0.045 in. (0.8-1.2mm)  Knurled Drive Roll
• 0.025-0.035 in. (0.6-0.9 mm) Wire Guide
• 0.045 in. (1.2 mm) Wire Guide
• Work Clamp and Cable, 10 ft. (3.0 m)
• Deluxe Adjustable Gas Regulator and Hose Kit
• Spindle Adapter, 8 in. (203 mm) Dia. Spools
• 2 lb. (0.90 kg) Spool of SuperArc® L-56®  

Mild Steel MIG Wire
• 1 lb. (0.45 kg) Spool of Innershield® NR®-211-MP
• Learn-To-Use DVD   

POWER MIG® 180 Dual
Base Model (K3018-2)
• Magnum® PRO 100L Gun, 10 ft. (3.0m)
• Gun Cable Liner (pre-installed in gun)
• Gas and Gasless Nozzles
• 0.025 in. (0.6mm) Contact Tips (Qty. 3)
• 0.035 in. (0.9mm) Contact Tips (Qty. 3)
• 0.025-0.030 in. (0.6-0.8 mm) MIG Drive roll
• 0.035 in. (0.9mm) MIG Drive Roll
• 0.030-0.045 in. (0.8-1.2mm)  Knurled Drive Roll
• 0.025-0.035 in. (0.6-0.9 mm) Wire Guide
• 0.045 in. (1.2 mm) Wire Guide
• 120V and 230V Input Cables
• Work Clamp and Cable, 10 ft. (3.0 m)
• Deluxe Adjustable Gas Regulator and Hose Kit
• Spindle Adapter, 8 in. (203 mm) Dia. Spools
• 2 lb. (0.90 kg) Spool of SuperArc® L-56®  

Mild Steel MIG Wire
• 1 lb. (0.45 kg) Spool of Innershield® NR®-211-MP
• Learn-To-Use DVD

POWER MIG® 210 MP®

Base Model (K3963-1)
• Magnum® PRO 175L Gun, 10 ft. (3.0m)
• Gun Cable Liner (pre-installed in gun)
• Gas and Gasless Nozzles
• 0.025 in. (0.6mm) Contact Tips (Qty. 3)
• 0.035 in. (0.9mm) Contact Tips (Qty. 3)
• 0.025-0.030 in. (0.6-0.8 mm) MIG Drive roll
• 0.035 in. (0.9mm) MIG Drive Roll
• 0.030-0.045 in. (0.8-1.2mm)  Knurled Drive Roll
• 0.025-0.035 in. (0.6-0.9 mm) Wire Guide
• 0.045 in. (1.2 mm) Wire Guide
• 120V and 230V Input Cables
• Work Clamp and Cable, 10 ft. (3.0 m)
• Electrode Holder and Lead Assembly
• Deluxe Adjustable Gas Regulator and Hose Kit
• Spindle Adapter, 8 in. (203 mm) Dia. Spools
• 0.5 lb. (0.23 kg) Spool of SuperArc® L-56®  

Mild Steel MIG Wire
• 0.5 lb. (0.23 kg) Spool of Innershield® NR®-211-MP  

Flux-Cored Wire  

What’s Included
Base Model/Unit Includes  »  Some base models include a set of specific standard accessories  
One-Pak® Packages  »  Assembly required  
Ready-Pak® Packages  »  Fully assembled
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Shown:  
POWER MIG® 210 MP®

Base Model with
Standard Accessories

Shown:  
POWER MIG® 140 MP®

TIG One-Pak®
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